


Automatic Nozzle Checking (TS5)
The automatic nozzle failure detection monitors 

the ink discharge of the print head and detects 

and cleans clogged nozzles.

Ultra high speed for on-demand• 
business (TS5: 40 m2/h)

Long unattended print runs with UISS • 
(Uninterrupted Ink Supply System) and 
MBIS (Mimaki Bulk Ink System)

Fast drying and high density dye • 
sublimation ink (4 and 6 colours)

Automatic nozzle failure detection and • 
recovery system (TS5)

Feed heavy rolls of transfer paper and • 
thin and fl imsy media securely with the 
automatic media feeder (TS5)

Long Print Runs
Uninterrupted Ink Supply System (UISS)
When an ink cartridge runs out, another cartridge 

automatically begins to supply ink. Ink cartridges 

can be changed during printing and unattended 

overnight continuous printing is made possible. 

The UISS can be used in 4 colour mode.

Mimaki’s dye sublimation transfer printers offer print companies great creative 

potential and new revenue opportunities. They are especially suited for 

personalised and on-demand jobs for apparel applications, such as sports- and 

swimwear, workwear, jackets, scarves, ties, and furnishing type of applications.

Dye Sublimation InkDye Sublimation Printing
In dye sublimation transfer printing, the image 

is printed onto transfer paper. The type of 

paper depends on your printer, your ink and 

the output you need. A high speed printer such 

as the TS5-1600 requires a fast drying transfer 

paper. After printing, a heat press or a calendar 

is needed to fi x the image onto the substrate. 

This process causes the dye particles of the 

image to sublimate.

Head Height Adjustment
The thickness of the media is automatically

detected (TS5) and the head height can be 

adjusted in three (TS3) or four steps (TS5) from 

2 mm up to 5 mm for TS3-1600 and up to 7 mm 

for TS5-1600AMF to suit media thickness and to 

ensure smooth media handling.

Speed

TS5-1600AMF 540 x 1080 dpi 6 pass / high Bi-directional 40.1 m2/h

TS3-1600 540 x 1080 dpi 6 pass / high Bi-directional 12.3 m2/h

Mimaki’s sublimation prints give high

durability, even after washing and dry cleaning.

Select the type of dye sublimation ink you need: 

SB51 ink for photographs and SB52 for brilliant 

colour expression, including high density black 

printing for sportswear and apparel.

 Ultra High Speed and Quality — with Mimaki Reliability

High quality at an affordable price

Mimaki Bulk Ink System (MBIS)
The Mimaki Bulk Ink System (MBIS) ensures long 

continuous printing.

- The TS3-1600 can hold a maximum of 8 x 2L 

  bags (4 colours)

- The TS5-1600AMF can hold a maximum of 

   16 x 2L bags (4 colours)

TS5-1600AMF 540 x 1080 dpi 12 pass / high Bi-directional 20.7 m2/h

TS3-1600 540 x 1080 dpi 12 pass / high Bi-directional 6.3 m2/h

4-colour mode

6-colour mode

Automatic Media Feeder
The TS5-1600AMF is equipped with a feeding 

and take-up system (AMF) that enables smooth 

media handling for heavy rolls of transfer paper 

and thin and fl imsy media up to 38 kg. The TS3-

1600 is equipped with a standard take-up device 

that can hold media up to 25 kg.

Automatic Media Feeder

Mimaki also offers a one-metre wide Print & Cut solution for transfers onto t-shirts, workwear, polo shirts, 

sportswear, swimsuits, baseball caps, interior design and more.

TS3-1600
Enter the apparel sublimation market with 
the high quality and affordable TS3-1600 
sublimation printer.

TS5-1600AMF
TS5-1600AMF apparel sublimation printer 

for production with ultra high speeds.

Printing and Cutting in One Machine

APPLICATIONS   |   JERSEYS, JACKETS, SHIRTS, SCARVES, SWIMWEAR, WORKWEAR, INTERIOR DESIGN

Ultra high speed

* The TS3-1600 can reach a top speed of 17.5 m2/h (540 x 720 dpi, 4 pass)


